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PILE DRIVER ZK90 
 

APPLICATION 
The ZK90 pile drivers are pneumatically operated devices that enable to drive posts and 
piles into the ground. They are efficient and require little maintenance. The risk of injury due 
to pile breakage is minimized. The permanent mechanical stress on arms and shoulders 
does not occure. ZK90 pile drivers are available to diametr 90 mm. 

Technické údaje – Technische data – Technical data ISO ZK 90 

Hmotnost  – Gewicht – Weight kg 25 

(Délka - Länge – Length) x (Šířka - Breite – Width) mm 500 x 290 

Frekvence úderů - Schlagfrequenz - Impact frequency Hz 33 

Energie úderu - Schlagenergie - Impact energy J 103 

Průměr sloupu -  Pfosten - Shank bush mm max. 90 

Spotřeba  vzduchu - Luftverbrauch - Air consumption m3/min 1,6 

Provozní přetlak vzduchu - Betriebsluftdruck - Oper. air pressure MPa 0,4 – 0,6 

Zdvih pístu - Kolbenhub - Piston stroke mm 55 

Průměr pístu  - Kolbendurchmesser - Piston diameter mm 92 

Přívodní hadice - Luftzufuhrschlauch - Air supply hose mm Js 19 

Připojení- Anschlussgewinde- Connecting thread  G 1'' Quick Coupling 

Objednací  číslo -  Bestellnummer - Ordering code  9520-010 

 

Manufacturer of pneumatic impact tools and hydraulic 
tools for mines, quarries, construction industry, 
steelworks and foundries. 
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