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Centralina idraulica biutensile con motore

a benzina da 18 Hp, avviamento elettrico e strappo.

La SUPER RAPTOR DUAL ha una doppia

possibilità di fornitura idraulica: o due circuiti idraulici

da 19 L/min cadauno oppure uno da 38 L/min con

pressione massima di 140 bar. Questa caratteristica

permette di usare contemporaneamente due utensili

idraulici del gruppo C oppure uno solo del gruppo E

dello standard EHTMA.

L’ accelerazione del motore può essere fissa ed

anche automatica.

La selezione del tipo di portata e di accellerazione è

effettuabile in un attimo per mezzo delle comode

levette. Altre caratteristiche come SUPER RAPTOR.

FORNIBILE ANCHE CON POTENZE IDRAULICHE

DIFFERENTI SECONDO SPECIFICHE DEL CLIENTE.

SUPER RAPTOR DUAL is a twin tool hydraulic

power pack with 18 Hp twin cylinder gasoline

engine. The machine has double possibility of

hydaulic supply: or two hydraulic circuit at 19 L/min

each or a single circuit at 38 L/min with a maximum

pressure of 140 Bar.

This characteristics allows to operate at the same

time with two hydraulic tools of C group or with a

single one of the E group of EHTMA standard.

The engine acceleration can be fixed and also

automatic. The selection of the type of flow and

acceleration can be done in a while through

comfortable levers.

The other characteristics are the same of

SUPER RAPTOR MONO.

AVAILABLE ALSO FOR HYDRAULIC POWERS

DEPENDING ON THE REQUEST OF THE CUSTOMER.

CARATTERITICHE TECNICHE TECHNICAL CHARACTERISTICS

PESO   WEIGHT 118 Kg DIMENSIONI LxH DIMENSION LxH cm 85 x 60 x 65 

PORTATA FLOW 20-30-38  L/min PRESSIONE PRESSURE 140-180 Bar 

MOTORE ENGINE Benzina - Gasoline 18 Hp TWIN AVVIAMENTO STARTING Strappo - Recoil

ACCELERAZIONE ACCELERATION Automatica - Automatic  or  Manuale - Manual

LUNGHEZZA TUBI STD HOSES LENGTH STD 7 mt


