
















                                                          

   

 
 

 

HYDRAULICKÉ NŮŽKY MS250 
 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Výrobce hydraulického nářadí a pneumatického 

příklepného vrtacího nářadí pro doly, lomy, 

stavebnictví a slévárenství 
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Hydraulické nůžky MS 250 jsou určené k rychlému řezání kovu v plných nebo 

profilovaných. tyčích.  Tiché, výkonné a rychlé. Jsou nenahraditelným partnerem při 

řezání lineárních kovových konstrukcí v závodech na recyklaci automobilů, při záchraně 

po autonehodách, ve slévárnách k řezání přebytečného materiálu, střihání betonářské 

výztuže obdobně s hydraulickými nůžkami CC300. Nástroj je poháněn vysokotlakými 

elektrickými nebo benzínovými agregáty s dvoustupňovým čerpadlem, které zvyšují 

řeznou rychlost a eliminují negativní dobu prostojů při opětovném otevření nožů a 

opětovném přiblížení k řezu.  

Nástroj je velmi výkonný a robustní, aby vydržel náročné použití typické pro demolice 

automobilů a recyklaci kovů ( např. v kovošrotu).  

TYPICKÉ APLIKACE 

- střihání kovových materiálů jako jsou profily, trubky, tyče, výztuže atd., části karoserie a 
horní konstrukce automobilů, telekomunikační kabely bez ocelové výztuže  

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 
 

Technické údaje a hlavní rozměry - 
Technical data and main dimensions 

ISO  MS 250 

Hmotnost - WEIGTH kg 20,5 

Rozměr se zavřenými čelistmi –  
DIMENSION with closed blades 

mm 240 x 190 x 810 (+ hadice - hoses) 

Otevřené čelisti - MOUTH OPENING mm 250 

Max. řezná síla - MAXIMUM CUTTING FORCE kN 450  

Zaručený rozměr střihání - GUARANTEED 
CUTTING CAPACITY 

mm Ø 26 Ocelová tyč – Ø 26 Solid round bar Fe 32 

Hydraulický tlak - HYDRAULIC PRESSURE Bar max. 620  

Délka krátkých hadic - SHORT HOSES LENGTH mm 
700 mm  

s pružnou výztuží - with spring reinforcing 
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HIGH HYDRAULIC PERFORMANCE



HIGH HYDRAULIC PERFORMANCESTAIRS DEMOLITION

• Nearly noise, dust and mud-free.

• No risks of generating cracks inside the building.



HIGH HYDRAULIC PERFORMANCEACCESSES, DOORS AND WINDOWS ENLARGEMENT 

• Without being subject to limitations due to noise.

• Using the household power (110V / 220V).



HIGH HYDRAULIC PERFORMANCEEAVES AND SLABS DEMOLITION

• Lightweight tools, compact and easy-to-carry equipment.

• In areas not accessible to bigger and heavier machineries.



HIGH HYDRAULIC PERFORMANCEBALCONIES DEMOLITION

• Without damaging insulation and windows or throwing rubbles in the street.

• Without disturbing the neighborhood and the surrounding areas.



HIGH HYDRAULIC PERFORMANCEBEAMS AND PILLARS DEMOLITION 

• Preserving structures from dangerous vibrations.

• Separating concrete from reinforcement.



HIGH HYDRAULIC PERFORMANCELARGE BLOCKS (PREVIOUSLY CUT) REDUCTION

• In order to facilitate transport outside confined spaces.

• In order to make easier the disposal process.



HIGH HYDRAULIC PERFORMANCEWALLS AND TANKS DEMOLITION

• In a quick and economical manner.

• Limiting operator physical discomfort (due to vibrations).



HIGH HYDRAULIC PERFORMANCEMETAL OBJECTS CUT 

• Reinforcements, welded mesh, iron rods.

• Cables, pipes, metal sections.



HIGH HYDRAULIC PERFORMANCESPECIAL APPLICATIONS

• Underwater demolitions.

• Industrial applications.



HIGH HYDRAULIC PERFORMANCE

RESULT

✓ Precision

✓ Speed

✓ Efficiency

✓ Flexibility

✓ Safety

✓ Minimal impact

➢ Excellent intervention
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